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Product description 

Operational sector: SOLL LIGHT is a two-component middle viscous filling putty based on polyester 
resins. It is supplied at 30% reduced density. In this way it combines the 
excellent sandability properties, with an absolutly compact surface. SOLL LIGHT 
inherent properties of good adhesion to a variety of substrates such as steel, 
glass fibre reinforced plastics (GFK) and wood, as well as its excellent 
sandability after a short drying time, make it suitable for a wide range of  

applications. 

Features: - good adhesion to a variety of substrates such as  to iron, steel, galvanized 
subshells and glass fiber reinforced materials 

- easy to sand 

- high stability 

 

Characteristics: Binder base: 

Solid content: 

Spec.weight: 

polyester resin  

83,4 % 

1,447 g/m
3
         DIN 53217 

Colour: Beige     

Storage: At least 1 year, if stored in tightly closed original containers. 

Hazards identification: VbF:                 Hazardous materials ordinance:  

SOLL LIGHT          n/a                  flammable, Xn contains styrene  

Harter P                   n/a                  irritating, O oxidizing, contains  benzoyl              

peroxide 

Application 

Processing conditions: From + 10 °C and up to 80% relative air humidity. 

The polyester putty will not harden at less than + 10 °C. 

Substrate treatment: Iron, steel, aluminium, galvanized substrates, glass fibre reinforced 

materials: 

Clean, derust and sand the surface, degrease with anti-silicone. 

Old coatings: 

Throughly sand to remove all rests of thermoplastic coats (nitrocellulose based 

paint, 1K-acrylic coats) as well as acid reacting coats (washprimer) and 

synthetic resin based coats. 

 

Mixing ratio: 2% Harter P ( by weight). 

Pot life (20 °C): 4—5 min. 

Sanding (20 °C): Sandable after 15 - 20 min. 

Sandable after approx. 5 - 10 min. 

VOC reguliations EC limiting value for the product (cat. B/b): 250 g/l (2007) 

This product contains max. 5 g/l VOC [ 0,04 lbs/gal] 

This data sheet is for information purpose only. To our knowledge the data provided complies with the latest standard and is based 

on years of experience in the manufacture of our products.However the data is not binding and without warranty. 


